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Cover and above, Hercules Public Library: Hercules, CA | Architect: Will Bruder Architects

| Color: Custom blended for job

THIN BRICK was developed to cut the costs of masonry facings. It installs quickly and easily over a variety of
substrates including conventional wood framing, metal studs, CMU, concrete and metal panel systems.

Thin brick weighs a fraction of full size units, it requires no special footings or heavy supporting structures.
The results...the warm and permanent look of masonry without the added structural costs.

H.C. Muddox manufactures THIN BRICK with standard wire-cut texture. Smooth textured units are available on

special order.
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*NOTE: Standard stock size is 2 /2" X 8". Consult your local representative for availability of other sizes & colors.
for smooth. Muddox Thin Brick meets or exceeds ASTM-C1088 Type TBS or TBX.
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1/2" thickness for wirecut texture - 5/8”



MONTEREY BAY FLASHED

SPANISH MOSS

MOUNTAIN ROSE MISSION HILLS

TUMBLEWEED AUTUMN WHEAT IRON MOUNTAIN

PLACER ANTIQUE CHARDEL BLEND SUMMER WHEAT IRON SPOT

SACRAMENTAN REDWOOD FOLSOM GOLD MOUNTAIN MIST MENDOCINO

il | i | Additional H.C. Muddox colors are available in Thin
T3 iR | Brick cut from Face Brick. Not all colors and sizes are
?’r’”._j R in stock, please call your H.C. Muddox representative
I or distributor for pricing and availability.

RAILROAD BLEND SUTTER GOLD DUSTY ROSE

Printed colors shown in this brochure may vary from actual brick samples. We recommend color selection be made from actual brick samples.



THIN BRICK lends itself to numerous applications or panel systems for exterior cladding. Shown below are some
sample applications. Since standards and codes vary by region, check for standards and codes with your local

building department.

Metal Studs With GFRC Board

GYPSUM WALL
BOARD (DAY WALL)

STRUCTURAL METAL
OR WOOD STUD

STRUCTURAL SHEATHING
(AS REQUWRED)

MOISTURE BARRIER,
FLASHING, AND DRAINAGE
MEMBRANE (A5 REQUIRED)
TAPE THE JOINTS
BETWEEN BOARDS
GFAC BOARD - ATTACH
TO THE STUDS

BONOING
MORTAR

THIN BRICK AND
GROUTED JOINT

Metal Studs On Scratch and
Brown Coat

GYPSLUM WALL

BOARD (DRY WALL)

STRUCTURAL METAL
OR WOOD STUD

STRUCTURAL SHEATHING
(AS REQUIRED)
MOISTURE BARRIER,

FLASHING, AND DRAINAGE
MEMBRANE (AS REQUIRED)

METAL LATH AND SCRATCH
COAT

LEVELING COAT / BROWN
COAT

BONDING MORTOR

THIN BRICK AND
GROUTED JOINT
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Metal Studs With Metal Panel

GYPSUM WALL
BOARD (DRY WALL)

STRUCTURAL METAL
OR WOOD STUDS

STRUCTURAL SHEATHING
(AS REQUIRED)

MOISTURE BARRIER,
FLASHING, AND DRAINAGE
MEMBRANE (AS REQUIRED)

PREMANUFACTURED
METAL PANEL

ADHESIVE AS PER
MANUFACTURER

THIN BRICK AND GROUT
JOINT

Reinforced Concrete or CMU Wall Precast Concrete Wall

PRECAST CONCRETE WALL

REINFORCED CONCRETE
‘OR CMU WALL

MOISTURE BARRIER, FLASHING, AND
DRAINAGE MEMBRANE (AS REQUIRED)

METAL LATH AND SCRATCH
COAT (AS REQUIRED)

LEVELING COAT / BROWN
COAT (AS REQUIRED)

BONDING MORTOR
THIN BRICK AND
GROUTED JOINT

THIN BRICK SET IN FORM
LINER AND EMBEDDED IN
CONCRETE
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